& Quarter-turn Electric Actuator

OM Series

Approval of ISO 9001,CE, RoHS and CSA

FEATURE:

A.ENCLOSURE :

- |IP 67: WATERPROOF AND DUST-PROOF ENCLOSURES,

« NEMA 4X: WATERPROOF AND DUST-PROOF ENCLOSURES
« MATERIAL: DRY POWDER COATING ALUMINUM ALLOY.
B.MOTOR

- STANDARD EXTENDED DUTY CYCLE INDUCTION MOTOR

F INSULATION CLASS FOR ALL MODELS.
(OM-A, OM-A-M, BM-2, and OM-1 TO OM-13)

< BUILT-IN THERMAL PROTECTION(135 "C)PREVENTS MOTOR BURNING OUT
C.POSITION INDICATOR

« ALL MODELS HAVE CONTINUOUS MECHANISM POSITION INDICATOR

ON THE TOP OF ACTUATOR COVER.

D.MANUAL OVERRIDE

- NON-CLUTCH DESIGN, THE MANUAL OPERATION CAN BE OPERATED

WITHOUT ANY LEVER CLUTCH OR BRAKE UPON POWER OUTAGE.

« WHEN ELECTRIC MOTOR 1S OPERATING MANUAL HAND-WHEEL WON'T ROTATE FOR PERSON SAFE PURPOSE.
E.GEAR TRAIN

- HIGH ALLOY STEEL GEAR TRAINS PROVIDE SELF-LOCKING FUNCTION TO AVOID VALVE BACK DRIVE .

« GEAR TRAINS HAVE BEEN ALREADY LUBRICATED SUFFICIENTLY WITH ANTI-HIGH TEMPERATURE

LUBRICANT AT THE FACTORY.

FWORKING CONDITIONS :

« AMBIENT TEMPERATURE: -30°C~+865'C

- THE HUMIDITY: 30% ~ 95%

G.VARIOUS OPTIONS : H,%%R;;'EI.ICATES
= SPACE HEATER. i

s ADDTI'IDN&L LIMIT SWI'I'EHES (2 L_INIT] . CSA (CONFORMING TO THE TEST

STANDARD OF OUTDOOR USAGE).
- RoHs Compliance
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Model No = Power (Watts) MaxTorque (Nm) = Speed (Sec/90) = Weight {Kg}! Mannual Override Hﬂﬂggrégﬂ?na

BM-2 40W | 120 8 6 MN/A FO7

OM-A 10W 50 20 3 N/A FO5 or FO7
OM-A-M 10W 50 20 3 Lever FO5/FO7

OM-1 10W 35 12 2 Lever FO3/F05

OM-2 40W 90 15 11 Hand-wheel FO7

OM-3 20W 150 22 11 Hand-wheel FO7

OM-4 120W 400 16 20 Hand-wheel F10

OM-5 120W 500 22 20 Hand-wheel F10

OM-6 1200 | 650 28 20 Hand-wheel F10
. OM-7 Sas0w | 1000 46 32 Hand-wheel F12 or F14

OM-8 220W | 1500 46 32 Hand-wheel F12 or F14

OM-9 180W 2000 58 60 Hand-wheel F16

OM-10 220W 2500 58 60 Hand-wheel F16

OM-11 250W 3000 58 61 Hand-wheel F16 1
OM-12 300W 3500 58 61 Hand-wheel F16 '
OM-13 |  300W 4500 80 Handowting T
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OM-1, OM-A & OM-A-M OM-2~13
(1K or 5K11) (1K1} or SK[1)

TORQUE SWITCHES POTENTIOMETER UNIT

Adjustable cam activated torque It'is synchronous turn with transmission shafl. and it can provide
switches to provide over-load protection. feedback signal for position indicator and etc

It can only apply to OM-2-13

MODULATING CONTROLLER MODULATING CONTROLLER FOR OM-2~13

FOR OM-1, OM-A & OM-A-M Modulating actuator; 30% or 75% duty cycle for OM-2-8

It is a board inside actuator and supplied for OM-1 & 50% duty cycle for OM-9-13.

OM-A. Input signal: 4-20mA, 1-5V, 2-10V Itis a board inside actuator and supplied for OM-2-13.

Qutput signal: 4-20mA, 2-10V. Input signal: 4-20mA, 1-5V, 2-10V. Output signal: 4-20m#A, 2-10V.

OM-2~13 OM-1, OM-A & OM-A-M
CURRENT POSITION TRANSMITTER i .
It works with potentiometer unit and provides 4-20mA LOCAL CONTROL UNIT  (without lock )

output signal for position indicator and etc,
Local { Remota selection switches

Open [ Close selection switches.

. g It can only apply to OM-2~13
Addihonal
Additional
. ! i -
- Stanhdard - =tandard
DCIAC 24V 220V 110V _ e
HEATER J
A spate heater keeps the component parts of the actuator dry and OM-1, OMA & OM-A-M om-2-13
prevants the condensation for low temperature and humidity TRAVEL CAMS & LIMIT SWITCHES
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+ Plastic cover.

+ Mo manual overide.

+ No mechanical stops.
» No certificates.

Dimension
Model No. a B c b
BM-2 161 @154 185 30

N,
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INTERNATIONAL

- With modulating card E=229.
- No mechanical stops.

Dimension A B C 0 P e G

Model No.
OM-A 114 122 B5 @106 196 @106
OM-A-M 127 122 65 @106 196 5 @102
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Flange
H |
F < Max e Type
2 1o s0 22 @70 M8125 FO7

~ e 4.9
Unit: mm
gkl |min]| ® Q Fiengs
Type
57 | 57 |ms0 17 @70 M&61.0 | M8*1.25 FO5or FO7
70 | 57 @50 17 @70 M6*1.0 M8*1.25 FOS/FO7



